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THE CONTRACTOR SHALL FURNISH AND INSTALL A LIGHT POLE
IDENTIFICATION OF EACH NEW LIGHT POLE, AS SHOWN ABOVE,
AND CONFORMING 70 THE REQUIREMENTS OF SECTION 830 AND
ARTICLE 1069.06 OF THE STANDARD SPECIFICATIONS.

THE LIGHT POLE JDENTIFICATION PANEL SHALL BE MOUNTED,
APPROXIMATEY 7 FT, ABOVE THE ADJACENT PAVEMENT GRADE,
VISIBLE TO APPROACHING TRAFFIC.

~—SEE POLE
FOUNDATION
SHEET FOR
DETAILS

SURGE PROTECTORS
(METAL OXIDE-VARISTOR TYPE)

- 2-1/C *10 XLP-USE
/ CABLE TO EACH LUMINAIRE
')

1)
T
o
‘\‘\ FOR EACH LUMINAIRE USE 2 POLE FUSED
I QUICK DISCONNECT. FOR RECEPTACLE
:" CIRCUIT (NOT SHOWN) USE 2 POLE
1t FUSEHOLDER WITH SOLID NEUTRAL.
)
T

CABLE SPLICES ACCORDING TO ART 1066.06 WITH
COMPRESSION CONNECTORS APPROPRIATELY TAPED

POLE GROUND LUG

STAINLESS STEEL STANDARD GRADE WIRE CLOTH, 1/4” MESH
OR LESS WITH 0.062" DIAMETER OR HEAVIER WIRE.
ATTACH WITH 1/2" STAINLESS STEEL BANDING AROUND
POLE BASE PLATE (NOT SHOWN FOR CLARITY).

POLE BASE PLATE

1 LEVELING NUTS

LIGHT POLE IDENTIFICATION TRANSFORMER BASE FOUNDATION
N
N.T.S. NN
\ \
\\ \\
WIREWAY WINDOW N
IN POLE FOUNDATION ” N
N.T.S.
NOTES:
1. ALL TAPED SPLICES SHALL USE 2 LAYERS OF ELECTRICAL TAPE OVER 3 LAYERS
OF RUBBER TAPE AS REQUIRED BY THE STANDARD SPECIFICATIONS. COAT THE
FINISHED TAPED SPLICE WITH BONDING COMPOUND.
POLE HANDHOLE 2. ALL CABLE SPLICES SHALL BE TAPED UNLESS ANOTHER METHOD HAS BEEN
ON ROAD SIDE SPECIFICALLY APPROVED BY THE ENGINEER.
3. FOR_EXAMPLE PURPQOSES, THE POLE IS SHOWN ON AN ANCHOR BASE. IF
NE RELRJIS REQUIRE TO BE SET ON A BREAKAWAY BASE. CONSULT THE
& STANDARD $PECIFICATIONS,
INSULATING BUSHING ON END OF
CONDUIT TO PROTECT WIRING
1 SELF-LOCKING NUT OR DOUBLE NUT.
2 1/2" 0.D. X 1/4" GALVANIZED INSTALL WITH TORQUE WRENCH AND
STEEL FLAT WASHER BOTH TORQUE TO THE ISOLATION PAD
SIDES OF ISOLATION WASHER MANUFACTURER’S SPECIFICATIONS.
2-1/2" 0.D. x 1/2" ISOLATION WASHER
1" POLE BASE PLATE
STAINLESS STEEL STANDARD GRADE WIRE CLOTH, 1/4" MESH
OR LESS WITH 0.062” DIAMETER OR HEAVIER WIRE. * 1/2" MIN. ISOLATION PAD
ATTACH WITH 1/2'" STAINLESS STEEL BANDING AROUND
POLE BASE PLATE (NOT SHOWN FOR CLARITY). « 1/2" MIN. GALVANIZED STEEL
LEVELING PLATE.
1" LEVELING NUTS
NOTES:
1. THICKNESS OF ISOLATION PAD AND WASHERS SHALL BE
ACCORDING TO ISOLATION PAD MANUFACTURER’S RECOMMENDATIONS
BASED UPON POLE HEIGHT AND LOADING.
& 2. ALL HARDWARE SHALL BE GALVANIZED OR STAINLESS STEEL, UNLESS
2'* DIAMETER PVC )CONDUIT NOTED OTHERWISE.
/ / » ISOLATION PAD AND LEVELING PLATE ARE
\/ TO MATCH THE FOOTPRINT OF THE POLE BASE PLATE
1 HIGH STRENGTH. ANCHOR
BOLTS IN BRIDGE MEDIAN
POLE MOUNTED ON BRIDGE MEDIAN DETAIL
N.T.S.
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